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Super Stersyl  filters meet the acceptance criteria for the percentage of bacterial reduction of total coliform 

organisms (RBCT), earning a 99.995% when using Escherichia coli ATCC 11229 as the test strain for inoculation.  

 

Two H2O Worldwide Emergency Preparedness models are available, H2O 4 Survival 2.0 & 2.2.  

1. 2.0 has a horizontal filter with self priming siphon tube (use any sanitary container to collect clean water).  

2. 2.2 same as 2.0 with the addition of a clean water container with spigot (can be stacked). 

       H2O Worldwide models are endorsed by British Berkefeld® for Emergency Preparedness and Humanitarian Aid. 

To Use: 

1.-Pour untreated water into the filter container.  
(water temperature should be between 40-100 °F / 4-38 °C)  
 
2.-As the water goes down (effect of gravity/siphoning) seeping through the  

Super Sterasyl ® ceramic element that removes visible dirt and bacteria.  

The Super Sterasyl ® filters have a fine microporous structure that forms a  
barrier to all particles larger than 0.5 microns in size (1 micron equals one 
thousandth of a millimeter). All particles larger than one micron are trapped on 
the surface and within the ceramic.  
 
3.-Small particles of silver are dispersed uniformly through the ceramic to  
prevent microbiological growth. 

H2O Worldwide Gravity & Siphon Systems are ideally suited for natural or manmade 

disasters providing clean water for human consumption using the British Berkefeld® Technology inside. 
 
Features: 
• Simple assembly, no tools required 
• Economic  
• Easy to use, no power or chemicals required 
• Provides confidence and security during emergencies 
• Reduces the risk of contamination and disease by water  
• It is 99.99% effective 

Up to 4 liters or     

1 gallon of clean 

water per hour 

Not available in Iowa 

Designed for  

Outdoor use 

2.2 2.0 
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