
INSTRUCTIONS & PARTS DIAGRAM H2O 1.0 
TOP VESSSEL LID (2 SMALL HOLES) 

TOP VESSEL (1/2” HOLE IN BOTTOM) 

SUPER Sterasyl® FILTER 

FILTER WASHER 

BOTTOM VESSEL  LID (1/2” HOLE IN CENTER) 

FILTER NUT 

LOWER VESSEL  (3/4” HOLE ON SIDE) 

SPIGOT NUT 

SPIGOT WASHER 

SPIGOT WASHER 

SPIGOT 

1. Place the large sealing washer (4) over the threaded part of the filter element (3) 
2. Place the element (3) into the hole in the base of the upper chamber (2)  

3. Place the bottom lid (1/2” hole in center) over the threaded part of the filter. 
4. Hand tighten nut (6) snugly so bottom lid is secure to bottom of upper chamber. 
5. Place one small washer (8) onto the threaded part of the outlet spigot (10). 

6. Insert thread of spigot (10) through hole in the side of the lower chamber (7).  
7. Place the second small washer (8) over the thread within the chamber and secure 
    in place with the nut (9). Tighten securely by hand only. 
8. Put the upper chamber (2) on top of the lower chamber (7)  
9. Fill upper chamber with water; flow rate will be 1-1.5 liters per hour. 
10. Place upper lid (1) in position on upper vessel (2) 

NO TOOLS REQUIRED 

www.h2oww.com 

Filter Activation 
Fill upper chamber with 
water and allow to drain 

into lower chamber. Drain 
lower chamber and discard. 

Clean any residue, then 
refill upper chamber , it’s 

ready to make clean water. 
Please see filter instructions 

for more details. 


